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RFQ Template 
 

Company: Country: 

Contact: Phone (direct): 

Title: E-mail: 

 

RFQ reference: 

Consumption pro anno: Delivery size: 

SOP: EOP: 

If conquest business, who is the competitor? 

 
 Static  Reciprocating  Rotary  Oscillating 
 Rod Seal  Piston Seal  Inside Face Seal  Outside Face Seal 
 Single acting  Double acting   

 

Stroke Length: Strokes per min: Speed/RPM: 

Media:                                                                                                    Liquid        Gaseous 

Max. Operating Temperature: Min. Operating Temperature: 

Max. Operating Pressure Min. Operating Pressure: 

Material Housing/Cylinder: Material Rod/Shaft: 

Hardness: Finish, Ra: 

Extrusion Gap: Can groove be changed?         Yes    No 

 

 O-ring Groove size. Measured seal size. Vol. 
 pcs. 

 meters 

Target 
price 

[EUR/unit.] Part/Competitor 
Reference: 

Size ØD Ød L ID OD W T 

           

           

           

           

           

           

           

           

           

           

 

Other comments: 
 
 
 
 

 

Name: 
 

Date: 
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Wiper groove: 
 

Wiper: 

 
 

SharpSeal groove: 

 

SharpSeal: 

 
 

SlipRing groove: 

 

SlipRing 

 
 

MupuSeal groove: 

 

MupuSeal: 

 
 

MupuSeal Face groove: 

 

MupuSeal Face 

 
 

 

Notes: 
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